Welded Stainless Steel Pipe & Tube

° 17.3x 2 4m 0.77 ° 48.6%x 2 4m 2.33
° 21.7x 2 4m 0.98 ° 48.6x 3 4m 3.42
° 21.7x 2.5 4m 1.20 ° 48.6x 4 4m 4.47
° 21.7x 3 4m 1.40 ° 60.5% 2 4m 2.93
° 27.2x 2 4m 1.26 ° 60.5x 3 4m 4.32
° 27.2x 2.5 4m 1.55 ° 60.5x 3.5 4m 4.99
° 27.2x 3 4m 1.82 ° 60.5x 4 4m 5.66
° 32 x 1.5 4m 1.15 ° 76.3x 2 4m 3.72
° 34 x 1.5 4m 1.22 ° 76.3x 3 4m 5.50
° 34 x 2 4m 1.60 ° 76.3x 3.5 4m 6.38
° 34 x 3 4m 2.33 ° 76.3x 5.2 4m 9.26
° 34 x 3.5 4m 2.67 ° 89.1x 2 4m 4.36
° 42.7x 2 4m 2.04 ° 89.1x 3 4m 6.47
° 42.7x 3 4m 2.98 ° 89.1x 4 4m 8.52
° 42.7x 3.5 4m 3.43 ° 89.1x 5.5 4m 11.5
(mm) (kg/m) (mm) (kg/m)

° e :also available for cutting



Welded Stainless Steel Pipe & Tube

° 114.3x 2 4m 5.62 ° 165.2x 7.1 4m 28.1
° 114.3x 3 4m 8.36 ° 216.3x 3 4m 16.0
° 114.3x 4 4m 11.0 ° 216.3x 4 4m 21.3
° 114.3x 6 4m 16.3 ° 216.3x 6.5 4m 34.1
° 139.8x 3 4m 10.3 ° 216.3x 8.2 4m 42.7
° 139.8x 3.5 4m 11.9 ° 267.4x 4 4m 26.4
° 139.8x 5 4m 16.9 ° 267.4x 6.5 4m 42.5
° 139.8x 6.6 4m 22.0 ° 267.4x 9.3 4m 60.1
° 165.2x 3 4m 12.2 ° 318.5x 4.5 4m 35.4
° 165.2x 3.5 4m 14.2 ° 318.5x 6.5 4m 50.8
° 165.2x 5 4m 20.1 ° 318.5% 10.3 4m 79.5
(mm) (kg/m) (mm) (kg/m)

° e :also available for cutting



